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PODNI INDUKCIONI UREDAJ, NOMINALNE DUZINE OD
900 DO 1500 MM, SA HORIZONTALNIM IZMENJIVACEM

TOPLOTE

Podni indukcioni uredaj sa 2-cevnim ili 4-cevnim izmenjivaéem toplote za

ugradnju u dvostruke podove

e Visok kapacitet grejanja i hladenja sa malim zapreminskim protokom
kondicioniranog primarnog vazduha i niskim nivoom zvuéne snage
e Visok stepen komfora zahvaljujuéi maloj brzini strujanja vazduha u zoni

boravka

o Cetiri varijante mlaznica za optimalnu indukciju u skladu sa zahtevima

NiveliSuce nogice

e Obavezno kontinuirano linijsko postavljanje

Opciona oprema i dodatni pribor

e Paket za regulaciju

e Razlicite gazne reSetke, npr. ARR rolo reSetka ili AFN linijska reSetka


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/sistemi-vazduh-voda-85495b175b133e09
https://www.trox.rs/sistemi-vazduh-voda/podni-indukcioni-difuzori-d39dbb3732e2e80c
https://www.trox.rs/podni-indukcioni-difuzori/indukcioni-difuzori-za-podnu-ugradnju-b95933447f75e09a
https://www.trox.rs/indukcioni-difuzori-za-podnu-ugradnju/bid-78c5e22f6fd1a6a9

e |zmenjivac toplote, praskasto obojen crno
e Praskasto bojenje u vise razli¢itih boja, npr. RAL CLASSIC ili NCS

Primena

Primena

e Podni indukcioni uredaji BID za ugradnju u duple podove

e 2-cevniili 4-cevni izmenjivaci toplote omogucéavaju dobar nivo komfora sa malim zapreminskim protokom kondicioniranog primarnog vazduha
e Energetski efikasno reSenje, jer se za grejanje i hladenje koristi voda kao medijum

e Podni indukcioni uredaji omogucavaju zastakljivanje od poda do plafona

Posebne odlike

e Istrujavanje dovodnog vazduha na principu potisne ventilacije
e Horizontalni izmenjivac toplote kao 2-cevni ili 4-cevni sistem
e 4 niveliSue nogice

e Priklju€ci za vodu na ¢eonoj strani, @12 mm bakarna cev, ravna ili sa spoljnim navojem G'%2" i ravnom zaptivkom

Opis

Varijante

e E:Individualni uredaj
e B:Uredaj za kontinuirano linijsko postavljanje, tj. otvoren na ¢eonim stranama

Konstrukcija

e Pocinkovano
e P1:Praskasto bojenje RAL 9005, crna boja, ili u bilo kou drugu RAL boju, stepen sjaja 70 %

Korisni dodaci

e Prikljuna creva

e Oprema za regulaciju sastoji se od komandnog panela uklju¢ujuéi regulator sa integrisanim senzorom temperature u prostoriji; ventile i pokretace ventila; kao i
kompresione spojnice

e Podne resetke, npr. tip ARR rolo resetka ili tip AFN linijska reSetka

Konstrukcijske karakteristike

e Priklju¢na prirubnica pogodna za okrugle kanale u skladu sa EN 1506 ili EN 13180
e Cetiri varijante mlaznica za optimalnu indukciju u skladu sa zahtevima
e Udubljenje za podnu resetku

Materijali i povrsine

Kuéiste i kanal primarnog vazduha izradeni od pocinkovanog ¢eliénog lima
Izmenjivac toplote sa bakarnim cevima i aluminijumskim lamelama
Vidljive povrsine ili netretirane ili praskasto obojene u bilo koju RAL boju, npr. RAL 9005, crna

L]
L]
L]
e |zmenjivac toplote i u crnoj boji (RAL 9005)
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Schematic illustration of BID

separately)
(2) Heat exchanger

thread and flat seal

(@ Linear grille of Type AFN-0-A or aluminium
roll down grille of Type ARR20 (1o be ordered

(3 Water connections, @12 x 1 mm Cu pipe,
either with plain tails or with optional G'2" external

@ Levelling feet
(& Primary air plenum with integral nozzles
@ Primary air spigot

@ Casing
length 900, 1050, 1200, 1350, 1500 mm
| Total length 11001848 mm
|Width 403 mm
Height 181 mm
Primary air volume flow rate 4-40Vs, 14-144 m*h
Cooling capacity Upto 1030 W
Heating capacity Upto 1225 W
Max. water side 6 bar
Max. of tem| ‘water side 75°C
Quick selection
Primary air Cooling Heating
) Ap, 2-pipe and &-pipe systems 4-pipe system
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[{ Type

BID  Under floor induction unit
[2] Heat exchanger

2 2-pipe

4 4-pipe

[3] Nozzle variants

M Medium

G Large

u Extra large

2U  2rows, extralarge

[@] Casing arrangement
R Right side
L Left side

[5] Unit variant
E Single unit with perimeter frame

B Unit for continuous linear arrangement, i.e.

open atthe narrow sides

[6] Total length (diffuser face) x nominal size
[mm]

1100 - 1249 x 900

1250 - 1399 x 1050

1400 - 1549 x 1200

1550 - 1699 x 1350

1700 - 1849 x 1500

[7] Spigot diameter [mm)]
928
123

[8] Water connection
No entry: @12 mm pipe with plain tails
EO0 @12 mm pipe with plain tails and vent valve

ADD  With G'%" external thread and flat seal
K00  With G'%" external thread and flat seal and
vent valve

[@ Surface of casing
No entry: untreated, galvanised steel
P1 Powder-coated RAL 9005, black, gloss
level 70 %

Surface of heat exchanger
No entry: heat exchanger untreated
G3  RAL 9005, black

[ Valves and actuators
No entry: none
Vs With
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