TROZ®TECHNIK

The art of handling air

EL

ZA ELEKTRICNO DOGREVANJE VAZDUHA U OKRUGLIM
VAZDUSNIM KANALIMA

Okrugli elektri¢ni grejac¢ vazduha dogrevanje vazduha, podesno za
uredaje za regulaciju promenljivog protoka vazduha tipa TVR i za
mehanicke automatske regulatore konstantnog protoka vazduha tipa RN
ili VFC

e |zlazna temperatura protoka vazduha maks. 50 °C

e Glatki grejac od nerdajuceg celika 1.4301

e Integrisana zastita od pregrevanja sa kontrolom temperature (auto
reset) i termickom sklopkom (rucni reset)

e Ugradnja se vrsi u horizontalne ili vertikalne kanale, pri c¢emu smer

strujanja vazduha nije od znacaja.

Pogodan za okrugle kanale u skladu sa EN 1506 ili EN 13180

Sa zaptivkom

Stepen zastite IP 43

Kuciste zaptiva prema EN 15727, klasa C

Primena

Primena

e Elektri¢ni grejac vazduha tipa EL za dogrevanje vazduha u okruglim vazdusnim kanalima
e Za uredaje za regulaciju promenljivog protoka vazduha tipa TVR i za regulatore konstantnog protoka vazduha tipa RN ili VFC

Opis

Delovi i karakteristike

e Grejac vazduha spreman za ugradnju

e Oklopljeni glatki grejaci od nerdajuceg Celika

e Zastita od pregrevanja sa kontrolom temperature (auto reset) i termickom sklopkom (ru¢ni reset)
e Kleme za povezivanje

Konstrukcijske karakteristike

e Okruglo kuciste sa pravougaonim priklju¢nim ormanom
e Priklju¢na prirubnica sa zaptivkom za okrugle kanale u skladu sa EN 1506 ili EN 13180

Materijali i povrsine

e Kuciste i priklju¢ni orman izradeni su od pocinkovanog ¢eli¢nog lima
e Grejac je izraden od nerdajuceg celika 1.4301


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/regulatori-protoka-vazduha-9f05af94d01f0f59
https://www.trox.rs/regulatori-protoka-vazduha/prenos-toplote-1239655176a65a75
https://www.trox.rs/prenos-toplote/izmenjiva%25C4%258Di-toplote-i-greja%25C4%258Di-vazduha-13a07d67fcc9c50d
https://www.trox.rs/izmenjiva%25C4%258Di-toplote-i-greja%25C4%258Di-vazduha/el-b4c4b9eadf3d8d31

TEHNICKE INFORMACIJE

Nominal sizes 100-400 mm
Volume flow rate range 12-7501/s
Volume flow rate range 43 - 2700 mh
Thermal capacity 0.4 -3 kW
airflow velocity 1.5mis

outlet airflow 50°C

P 9 40°C

Static differential pressure 5-75Pa

Supply veltage for nominal sizes 100 - 200

230V AC, 1-phase

Supply voltage for nominal size 250

400V AC, 1-phase

Supply voltage for nominal sizes 315, 400

400V AC, 3-phase

Protection level

IP 43

EC conformity

EMC to 2004/108/EG, low veltage to 2006/35/EG

EL for TVR, RN and VFC

—

Quitlet airflow temperature

. t,=16°C
Nominal v Ap,, a Y
size
s m*h Pa kW °c
12 43 5 0.40 418
20 72 10 0.40 34
100 30 108 15 0.40 26.3
40 144 25 0.40 23.7
45 162 30 0.40 229
20 T2 5 0.88 50.0
35 126 20 0.90 35.8
125 50 180 40 0.80 20.9
65 234 60 0.80 26.7
75 270 80 0.80 25.3
30 108 5 1.20 46.9
50 180 10 1.20 345
160 70 252 15 1.20 20.2
95 342 25 1.20 25.7
115 44 35 1.20 24.1
50 180 5 210 48.4
80 288 20 210 36.3
200 115 414 35 210 301
150 540 55 210 26.8
180 648 80 210 25.0
75 275 5 3.00 46.9
125 450 15 3.00 345
250 180 648 25 3.00 28.9
235 846 40 3.00 25.9
290 1044 60 3.00 24.0
115 414 5 5.07 50.0
200 720 15 6.00 391
315 285 1026 25 6.00 322
375 1350 40 6.00 28.3
460 1656 60 6.00 26.1
190 684 5 8.37 50.0
325 1170 15 2.00 374
400 465 1674 30 9.00 30.9
605 2178 50 2.00 275
750 2700 75 9.00 253
Q: Thermal capacity
t Inlet airflow temperature



EL

EL / 160

Mo

[i Type [2] Nominal size [mm]
EL  Electric air heater for VAV terminal units 100
Type TVR and for CAV controllers Type RN 125
orVFC 160
200
250
315

400


https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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