TROZ®TECHNIK

The art of handling air

ARK?2

ZA SPRECAVANJE PREKOMERNOG PRITISKA U
PROSTORIJAMA | SISTEMIMA ZA KLIMATIZACIJU
VAZDUHA

Klapne za ispustanje pritiska za sisteme za presurizaciju, gasne sisteme
za gasenje pozara, unutrasnje prostorije sa eksplozivnom atmosferom ili
transformatorske podstanice

Zaptivanje pri povratnom pritisku u skladu sa EN 1751, klasa 4
Maksimalni pritisak opterecenja 5000 Pa

Diferencijalni pritisak se moze podesavati od 50 - 1000 Pa
Lopatice izradene od AIMg3 otpornog na slanu vodu, kuciste
izradeno od pocinkovanog celika

Lopatice se otvaraju kada je prokoracen maksimalni diferencijalni
pritisak i automatski se zatvaraju kada pritisak padne
Zabravljivanje lopatica sa permanentnim magnetima

Robustna izvedba koja ne zahteva odrzavanje

Dostupne u standardnim veli¢inama i mnogim prelaznim veli¢cinama
Otporno na temperature do 80 °C

Opciona oprema i dodatni pribor

e Ram za ugradnju

e Praskasto obojeno (RAL, NCS ili DB)

e |zvedba od nerdajuceg Celika sa kucistem od nerdajuceg celika;
lopatice izradene od AIMg3

e Otporno na temperature do 200 °C sa Viton zaptivkom

Primena

Primena
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https://www.trox.rs/proizvodi-e33f3835811ddb8a
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https://www.trox.rs/automatske-klapne/klapne-za-ispu%25C5%25A1tanje-pritiska-0afc4fadb00df905
https://www.trox.rs/klapne-za-ispu%25C5%25A1tanje-pritiska/ark2-3b8c36aa07473489

Klapne za ispustanje pritiska tipa ARK2 za zastitu opreme za ventilaciju i klimatizaciju, sistema vazdusnih kanala i zatvorenih prostorija kod
prekoracenja diferencijalnog pritiska preko dozvoljenih maksimalnih vrednosti

Lopatice se automatski otvaraju kada je prokoracen dozvoljeni maksimalni diferencijalni pritisak da ispuste visak pritiska

Pouzdano se reguliSu skokovi pritiska kao oni koji nastaju usled brzog zatvaranja protivpoZzarnih klapni ili zatvornih klapni

Diferencijalni pritisak se moze podesavati od 50 - 1000 Pa (5 > 600 mm: 600 Pa maks.)

Posebne odlike

Lopatice izradene od AIMg3 otpornog na slanu vodu

Robustna izvedba koja ne zahteva odrzavanje

Maksimalni pritisak opterecenja 5000 Pa

Zaptivanje pri povratnom pritisku, u smeru zatvaranja, u skladu sa EN 1751, klasa 4

Klapna za podpritisak ili nadpritisak (usisavanje ili istrujavanje vazduha)

Otporno na temperature do 80 °C

Opcionalna izvedba otporna na temperature do 200 °C, sa Viton zaptivkom

DU lezajevi bez odrzavanja sa teflonskim premazom, osovine lezajeva izradene od nerdajuceg Celika
Svaka lopatica se zabravljuje pomocu fabri¢ki podesenog permanentnog magneta

Podesivi diferencijalni pritisak za otvaranje lopatice: 50 - 1000 Pa, zavisno od Sirine

Opis

Konstrukcija

Pocinkovani celi¢ni lim, priklju¢ak na kanal bez otvora na prirubnici
A2: Nerdajuci Celik
G: Priklju¢ak na kanal sa otvorima na prirubnici

Delovi i karakteristike

Klapna za ispustanje pritiska spremna za ugradnju

Lopatice sa lezajevima za lako pokretanje

Jedan element za zabravljivanje sa permanentnim magnetom za svaku lopaticu
Zaptivka

Grani¢nik (ugaoni profil)

Konstrukcijske karakteristike

Pravougaono kuciste, debljina materijala 2 mm

Lopatice, debljina materijala 3 mm

Prirubnice na obe strane, podesno za povezivanje na vazdusni kanal, sa ili bez otvora na prirubnici
Podesivi element za zabravljivanje za prilagodavanje prema razli¢itim pritiscima

Lopatice mogu da se pokrec¢u nezavisno jedna od druge

Lopatice sa zaptivkom duz oboda, naslonjene na granic¢nik (ugaoni profil) u zatvorenom polozaju
Osovine lopatica sa metalno-polimernim lezajevima koji ne zahtevaju odrzavanje

Materijali i povrsine

Kuciste i grani¢nik (ugaoni profil) izradeni od pocinkovanog celi¢nog lima, materijal br. EN 10327-DX51D+2Z150-200-NAC
A2 izvedba: Kuciste i grani¢nik (ugaoni profil) izradeni od nerdajuceg Celika, materijal br. 1.4301

Lopatice od aluminijuma, materijal br. AIMg3

Drzaci lopatica od nerdajuceg celika, materijal br. 1.4301

Osovine lopatica od nerdajuceg celika, materijal br. 1.4104

Ploc¢a elementa za zabravljivanje od celika, materijal br. 1.0718

LeZajevi lopatica od metalno-polimernog kompozita, sa premazom protiv trenja od PTEE/Pb

Neoprenske zaptivke

P1: Praskasto obojeno, RAL CLASSIC boja

PS: Praskasto obojeno, NCS ili DB boja

TEHNICKE INFORMACIJE



Schematic illustration of ARK2

(1) Casing

(2) Blade

(3 Seal

@ Retaining element

(B) Travel stop (angle section)

Nominal sizes 200 x 345 fo 1200 x 1995 mm
|Volume flow rate range 2m/s 140 - 4790 I/s at 50 Pa
Volume flow rate range 2 mfs 504 - 17244 m¥h at 50 Pa
Adjustable differential pressure range| 50 — 1000 Pa (B > 600 mm: 600 Pa max.)
Airflow velocity 2m/sat 50 Pa

Quick sizing - maximum volume flow rate

Width [mm]

Rl 200 400 600 800 1000 1200

mm Vs |m*h | UWs mh| Us mh| Us (m¥h| Us |mh| Ws | m'h
345 140] 504 275 930] 415 1494| 550| 1980 690 2484| 830 2088
675 270| 972 540| 1944] 810| 2916] 1080| 3888| 1350] 4860 1620| 5832
1005 400| 1440 BO5| 2898  1210| 4356) 1610 5796| 2010| 7236 2410| 8676
1335 535 1926 1070| 3852) 1600| 5760) 2140 7704| 2670| 9612| 3200|11520
1665 665 2384 1330 4788  2000| 7200] 2860 9576| 333011988 400014400

1995 800/ 2880 1600| 5760| 2390, 8604 3190| 11484 3990|14364| 4790|17244




ARK2

ARK2-A2-G / 600x1005 / ER / ...Pa / P1-RAL ...

moBd & B &

[ Type
ARK2  Prassure relief damper

[2] Material
No entry: galvanised steel,
with aluminium blades
A2  Stainless steel with aluminium blades

[3] Construction
No entry: duct connection without flange
holes

G Duct connection with flange holes

[3] Nominal size [mm]
BxH

Accessories

Type Installation subframe

[8] Installation subframe
No entry: none
ER  With (only for construction G)

[6] Maximum differential pressure [Pa]
Specify value in Pa

[7] Surface
No entry: standard construction
P1 Powder-coated,
RAL CLASSIC colour
PS  Powder-coated, DB colour

Gloss level:

RAL 9010 50 %

RAL 9006 30 %

All other RAL colours 70 %


https://www.trox.rs/accessories/er-%25E2%2580%2593-self-powered-dampers-f1e5e71f62fedffa
https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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