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The art of handling air
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PFN

PREDFILTERI ILI KRAJNJI FILTERI U SISTEMIMA ZA
VENTILACIJU

DZepni filteri za odvajanje fine prasine

Klase filtera M6, M7, F9

Karakteristike ispitane u skladu sa EN 779

Sertifikat EUROVENT za filtere za finu prasinu

Zadovoljava higijenske zahteve u skladu sa VDI 6022

Maksimalni stepen energetske efikasnosti u skladu sa Eurovent

dokumentom 4/11

NanoWave® medijum, Siveni

e Povecana povrsina filtera zahvaljujuéi dzepovima filtera Razliciti
broj dZzepova i dubina dzepova

e NanoWave® medijum sa ekstremno niskim inicijalnim
diferencijalnim pritiskom i maksimalna moguca sposobnost
akumuliranja prasine, idealni uslovi protoka vazduha zahvaljujuci
trapezoidnim dzepovima filtera

e Brza ugradnja i zamena filtera zahvaljujudi jednostavnom,
bezbednom rukovanju

e Postavljanje u standardni ram za filterski zid (tip SIF) ili univerzalna

kucista (tip UCA) za ugradnju u vazdusne kanale

Opciona oprema i dodatni pribor

e Prednji ram izraden od plastike ili pocinkovanog celi¢nog lima

Primena

Primena

e Dzepni filter izraden od NanoWave® medijuma tip PFN za separaciju fine prasine
e Filter za finu praSinu: Predfilter ili krajnji filter u sistemima za ventilaciju


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/filterski-elementi-i-filterske-jedinice-c2f5df4bfa914ad3
https://www.trox.rs/filterski-elementi-i-filterske-jedinice/d%25C5%25BEepni-filterski-ulo%25C5%25A1ci-b56320a598e06e3e
https://www.trox.rs/d%25C5%25BEepni-filterski-ulo%25C5%25A1ci/pocket-filters-made-of-nanowave-medium-ec1470928b5d503c
https://www.trox.rs/pocket-filters-made-of-nanowave-medium/pfn-4df9b977f378c6bb

Opis

Klase filtera

e Filteri za finu prasinu M6, M7, F9

Konstrukcija

e PLA: Ram izraden od plastike
e GAL: Ram izraden od pocinkovanog celika

Korisni dodaci

e Filterski zid (SIF)
e Univerzalno kuciste (UCA)

Konstrukcijske karakteristike

Klinasti dZzepovi filtera

Viseslojni filterski medijum sa predfilterskim slojem i slojem sa korugovanim ekstra finim vlaknima
Dubina rama izvedbe PLA: 25 mm

Dubina rama izvedbe GAL: 20, 25 mm

Broj dzepova: 3,4, 5,6, 7, 8, 10

Materijali i povrsine

e Filterski medijum izraden od sinteti¢kih vlakana
e Ram izraden od plastike ili pocinkovanog celi¢nog lima


https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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