TROZ®TECHNIK

The art of handling air

WG-KUL

KOMBINACIJA SA NEPOVRATNOM KLAPNOM

Kombinacija spoljne protivkisne zaluzine sa nepovratnom klapnom kao
zastita od direktnog prodora kise, lis¢a ili ptica, kao i za sprecavanje
strujanja vazduha suprotno od Zeljenog smera protoka vazduha

Maksimalna Sirina 2000 mm, maksimalna visina 1665 mm

Nizak diferencijalni pritisak zahvaljujuci aerodinami¢nim lopaticama
Nizak nivo buke generisane vazduhom

Svi aerodinamicki podaci su izmereni u aerodinamickim i
akusti¢kim laboratorijama

Maksimalni diferencijalni pritisak: 100 Pa

Dostupna u standardnim veli¢cinama i mnogim prelaznim veli¢inama
Unapred sastavljena kombinacija, stoga brza i jednostavna
ugradnja

Opciona oprema i dodatni pribor
e Ram za ugradnju

e Resetka za zastitu od insekata
e Praskasto obojena ili eloksirana povrsina

Primena

Primena

e Kombinacija spoljne protivkisne Zaluzine tipa WG i nepovratne klapne tipa KUL za zastitu otvora za svez vazduh i otpadni vazduh u sistemima za
klimatizaciju

Zastita od direktnog prodora kiSe kao i od lisc¢a i ptica

Preporucena brzina na ulazu za otvore za svez vazduh: 2 - 2,5 m/s maks.

Sprecavanje nezeljenog strujanja vazduha suprotno od Zeljenog smera protoka vazduha kada sistem ne radi

Lopatice se automatski zatvaraju kada je sistem isklju¢en

Posebne odlike

Dostupne su sve prelazne veli¢ine u okviru standardnog opsega dimenzija

Jednostavna ugradnja na licu mesta jer su spoljne protivkisne zaluzine i nepovratne klapne fabricki ukombinovani i sastavljeni
Otporno na temperature do 80 °C

Za veoma velike dimenzije, moguce je postavljanje vise kombinacija jedne do druge ili jedne na drugu

Maksimalni pritisak od 100 Pa

Nizak diferencijalni pritisak zahvaljujuci aerodinamic¢nim lopaticama


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/spoljne-protivki%25C5%25A1ne-%25C5%25BEaluzine--%25C2%25A0kanalski-demperi-3fd053f61776d26a
https://www.trox.rs/spoljne-protivki%25C5%25A1ne-%25C5%25BEaluzine--%25C2%25A0kanalski-demperi/spoljnje-protivki%25C5%25A1ne-%25C5%25BEaluzine-ae9465f6482a6148
https://www.trox.rs/spoljnje-protivki%25C5%25A1ne-%25C5%25BEaluzine/spoljnje-protivki%25C5%25A1ne-%25C5%25BEaluzine-b14ff593b996ee08
https://www.trox.rs/spoljnje-protivki%25C5%25A1ne-%25C5%25BEaluzine/wg-kul-ec4988e3a43b57bd

e Nepovratne klapne se otvaraju i zatvaraju usled protoka vazduha; nije potreban pokretac

Opis

Varijante

e WG-KUL: Spoljna protivki$na Zaluzina izradena od pocinkovanog ¢eli¢nog lima, sa nepovratnom klapnom
e WG-AL-KUL: Spoljna protivkisna zaluzina izradena od aluminijuma, sa nepovratnom klapnom

e 1: Otvor za svez vazduh
e 2: Otvor za otpadni vazduh

Dodaci

e Ram za ugradnju: Ram za ugradnju za brzu i jednostavnu ugradnju spoljnih protivkisnih Zaluzina

TEHNICKE INFORMACIJE

Schematic illustration of WG-KUL

(1) WG border (&) KUL casing
(2) WG regular blades (8) KUL blade
(3 WG bottom blade (@) KUL blade tip seal
(@ WG wire mesh

200 % 180 to 1600 x 1665 mm
|Volume flow rate range 40-6260ls at 2.5 mis
|Volume flow rate range 144 - 22536 m*/h at 2.5 mis
Free area Approx. B0 % (with insect screen approx. 45 %)
| Total differential pressure — exhaust air 55 Paat2.5ms
|Total differential pressure - fresh air 60 Pa at 2.5 mis|




WG-KUL
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WG-AL-2 - KUL-1 / 600x510 / ER / P1-RAL ...

B ® @

[ Type
WG-KUL Combination of external wea-
ther louvre and non-return damper

[2) Material - WG
No entry: galvanised steel
AL Aluminium

[@ Construction - WG
Mo entry: wire mesh

1 Insect screen, galvanised steel
2 Wire mesh, stainless steel (only WG-AL)
3 Insect screen and wire mesh made of

stainless steel (only WG-AL)
u Border without fixing holes
1, 2, 3 can be combined with U

[@ Airflow direction
1 Fresh air opening
2 Exhaust air opening

[&] Nominal size [mm]
BxH

Accessories

Type Installation subframe

Installation subframe - WG

No entry: none
ER  With (not for construction U)
[7) Surface - WG

Mo entry: standard construction
P1  Powder-coated,
RAL CLASSIC colour
PS Powder-coated, NCS or DB colour

Only for WG-AL

$2  Anodised to EURAS standard, E6-C-
31..35

S3 Anodised to EURAS standard, E6-C-0

Gloss level:

RAL 901050 %

RAL 9006 30 %

All other RAL colours 70 %


https://www.trox.rs/accessories/installation-subframes-for-external-weather-louvres-6d07b4397a514257
https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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