
KOMPLETI ZA NADOGRADNJU

ZA PROMENLJIVE PROTOKE VAZDUHA ILI
V<SUB>MIN</SUB>-V<SUB>MAKS</SUB>
PREBACIVANJE U SISTEMIMA ZA KLIMATIZACIJU
PROSTORIJE

Pokretači i pribor za ugradnju za mehaničke automatske regulatore konstantnog
protoka vazduha tip EN, RN, ili VFC, kao i za prigušne klapne tipa VFR

Kompleti delova za jednostavnu nadogradnju
Potenciometar ili mehanički graničnici
Radni napon 24 V AC/DC ili 230 V AC
Ulazni komandni signal: naponski signal 0 – 10 V DC za varijabilne
pokretače
Ulazni komandni signal: 1-žična regulacija ili 2-žična regulacija (3-tačke) za
min/maks prebacivanje
Usko naleganje na regulator konstantnog protoka vazduha ili prigušnu
klapnu

Opcionalni pribor za tip RN i EN

Pomoćni prekidač sa podesivim uklopnim tačkama, na primer za detekciju

Glavna stranica > PROIZVODI > Regulatori protoka vazduha > Regulacija konstantnog protoka vazduha – CONSTANTFLOW > Actuators

>  Retrofit kits

https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/regulatori-protoka-vazduha-9f05af94d01f0f59
https://www.trox.rs/regulatori-protoka-vazduha/regulacija-konstantnog-protoka-vazduha-%25E2%2580%2593-constantflow-7451bdf963b1f055
https://www.trox.rs/regulacija-konstantnog-protoka-vazduha-%25E2%2580%2593-constantflow/actuators-9689b4ec9ca48db5
https://www.trox.rs/actuators/retrofit-kits-ba2ba28bf970bc53






Primena

Primena

Kompleti delova za nadogradnju mehaničkih automatskih regulatora zapreminskog protoka vazduha ili prigušnih klapni sa pokretačima

Regulatori konstantnog protoka vazduha tip EN ili RN, kao i za VFC

Min/Maks prebacivanje zadatih vrednosti zapreminskog protoka
Varijabilno podešavanje zadatih vrednosti zapreminskog protoka

Za prigušne klapne tipa VFR

Min/Maks promena položaja regulacione klapne

Opis

Delovi i karakteristike

Regulaciona klapna može da zauzme različite položaje
Mehanički graničnici ili potenciometri (samo za tipove VFC ili VFR) se koriste za podešavanje zapreminskog protoka
Radni napon 24 V AC/DC ili 230 V AC
Prebacivanje između zadatih vrednosti ili opseg naponskog signala 0 – 10 V DC

TEHNIČKE INFORMACIJE

krajnjeg položaja



https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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