TROZ®TECHNIK

The art of handling air

TROZ rechnix

M466DUS/LM24ATR

i
FIEE

¥
-

KONTINUALNI POKRETACI

ZA KONTINUIRANO PODESAVANJE | ZA OTVARANJE |
ZATVARANJE DEMPERA (KLAPNI) U SISTEMIMA ZA
KLIMATIZACIJU VAZDUHA

Varijabilni pokretaci za tip JZ i JZ-hermeticko zatvaranje kanalskih
regulacionih dempera

Razliciti polozaji lopatica klapne

Radni napon 24 V AC/DC

Ulazni komandni signal: naponski signal 2 - 10 V DC za varijabilne
pokretace

Mehanicki granicnici

Moguca nadogradnja

Primena

Primena


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/spoljne-protivki%25C5%25A1ne-%25C5%25BEaluzine--%25C2%25A0kanalski-demperi-3fd053f61776d26a
https://www.trox.rs/spoljne-protivki%25C5%25A1ne-%25C5%25BEaluzine--%25C2%25A0kanalski-demperi/kanalski-regulacioni-demperi-52bf7815f317258c
https://www.trox.rs/kanalski-regulacioni-demperi/attachments-f15082c53b6da8fe
https://www.trox.rs/attachments/open-close-actuators-95993f4e9e034bd0

e Pokretaci za varijabilno podeSavanje
e Varijabilno podeSavanje za tip JZ i JZ-hermeticko zatvaranje kanalskih regulacionih dempera

Opis

Delovi i karakteristike

Mehanicki granicnici za ograni¢avanje pozicije lopatica klapne

Radni napon 24 V AC/DC

Zastita od preopterecenja

Signal zadate vrednosti 2 - 10 V DC

Opcioni pokretac sa povratnom oprugom za sigurnosnu funkciju klapne
Taster za oslobadanje ili kurbla za ru¢no pokretanje


https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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