TRO ®TECHNIK

The art of handling air

ACFC

ZA ADSORPCIJU GASOVITIH MIRISNIH MATERIJA |
ZAGADIVACA

Za unapredenje kvaliteta vazduha u prostoriji u kancelarijama, hotelima
i aerodromima

e Dostupno sa razli¢itim tipovima uglja za razli¢ita podrucja primene i
uslove rada

e Cilindar je izraden od perforiranog celi¢nog lima, nerdajuceg celika
ili plastike i dostupan u razli¢itim duzinama

e Plastic¢ni cilindri su potpuno otporni na koroziju; ulosci se mogu
potpuno unistiti spaljivanjem i stoga se lako uklanjaju

e Jednostavno postavljanje i sigurno zaptivanje zahvaljujudi trostrukoj
bajonet vezi

e Postavljanje u ugradne ploce (tip MP) za filterske zidove

e Postavljanje u univerzalna kucista (tip UCA) za ugradnju u vazdusne
kanale

Primena i

Primena

e Cilindri¢ni filterski uloZzak tipa ACFC za adsorpciju gasovitih mirisnih materija i zagadivaca kao i za adsorpciju ugljeno vodonika i tragova
anorganskih spojeva iz dovodnog ili recirkulisanog vazduha

Posebne odlike
e Cilindar sa profilisanom osnovnom plo¢om i poklopcem

e Na zahtev, cilindri¢ni filterski ulosSci se mogu isporuciti sa drugim tipovima uglja za specijalne primene i uslove rada, npr. za adsorpciju sumpornih
i hlornih jedinjenja

Opis 0

Konstrukcija
e PLA: Kuciste izradeno od plastike

e GAL: Kuciste izradeno od pocinkovanog celika
e STA: Kudiste izradeno od nerdajuceg celika

Korisni dodaci

e Ugradne ploce (MP)
e Univerzalno kuciste (UCA)


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/filterski-elementi-i-filterske-jedinice-c2f5df4bfa914ad3
https://www.trox.rs/filterski-elementi-i-filterske-jedinice/filteri-sa-aktivnim-ugljem-68bac140e4f4844b
https://www.trox.rs/filteri-sa-aktivnim-ugljem/cilindri%25C4%258Dni-filterski-ulo%25C5%25A1ci-c296b1800ef2497c
https://www.trox.rs/cilindri%25C4%258Dni-filterski-ulo%25C5%25A1ci/acfc-fcc9f68ff87d8579

Konstrukcijske karakteristike

e Ravna zaptivka, standardno
Materijali i povrsine

e Stapici aktivnog uglja
e Kudiste od plastike, pocinkovanog celicnog lima ili nerdajuéeg celika

TEHNICKE INFORMACIJE

Parameter Value Method
CTC (carbon adsorption) =60 %, ASTM D3467
Toluene =14 %) .
|Water content <3 %] ASTM D2867
Ash content ~8%) ASTM D2866
C dry density 480 - 500 g/l ASTM D2854
BET surface = 1100 m*/g BET-N2.
Hardness >99 % ASTM D3802
lodine number =99 mg/g ASTM D4807
Ignition point >375°C ASTM D3466
Pellet 3mm 4|
50°C]
Maximum relative 70 %

ACFC

ACFC - PLA / 145 x 450
[ Type [3] Nominal size [mm]
ACFC Activated carbon filter cartridge DxH
Construction

PLA Casing made of plastic
GAL Casing made of galvanised steel
STA Casing made of stainless steel


https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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