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Conforme a VDI 6022

MFI

KOMPAKTNA 1ZVEDBA ZA VELIKE ZAPREMINSKE
PROTOKE

Predfilteri ili krajnji filteri za separaciju fine prasine, ili apsolutni filteri za
najstrozije zahteve u sistemima za ventilaciju

Klase filtera M5, M6, F7, F9, E10, E11, H13, H14

Karakteristike ispitane u skladu sa EN 779 ili EN 1822

Sertifikat EUROVENT za filtere za finu prasinu

Zadovoljava higijenske zahteve u skladu sa VDI 6022

Maksimalni stepen energetske efikasnosti u skladu sa Eurovent
dokumentom 4/11

Filterski medijum za specijalne zahteve, papir od staklenih vlakana, sa
distancerima izradenim od termoplasti¢nog topljenog lepka ili tekstilnih
vlakana

Nizak inicijalni diferencijalni pritisak zahvaljujuci idealnom poloZaju falti i
najveéoj mogucoj povrsini filtera

Kompaktna izvedba za male ugradne dubine

Postavljanje u standardni ram za filterski zid (tip SIF), u montazni ram (tip
MF), ili u univerzalna kuéista (tip UCA) za ugradnju u vazdusne kanale


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/filterski-elementi-i-filterske-jedinice-c2f5df4bfa914ad3
https://www.trox.rs/filterski-elementi-i-filterske-jedinice/plisirani-filteri-451b19b7f9257117
https://www.trox.rs/plisirani-filteri/filterski-ulo%25C5%25A1ci-097a54860eb11111
https://www.trox.rs/filterski-ulo%25C5%25A1ci/mfi-7a0e44b2da30d47b

Primena

Primena
e Plisirani filterski ulozak tip MFI za separaciju fine prasine i lebdecih Cestica kao §to su aerosoli, toksi€na isparenja, virusi i bakterije iz dovodnog i otpadnog
vazduha u sistemima za ventilaciju sa velikim zapreminskim protokom i kod zahteva za dugim Zivotnim vekom filtera
e Filter za finu prasinu: predfilter ili krajnji filter za odvajanje fine prasine u sistemima za ventilaciju.

e Apsolutni filter: Glavni ili krajnji filteri koji se koriste za najstroZije zahteve u pogledu Eisto¢e vazduha i sterilnosti u podru¢jima kao $to su industrija, istrazivanje,
medicina, farmacija i nuklearni inzenjering.

Posebne odlike

e |[spitivanje zaptivanja se standardno obavlja za sve apsolutne filtere klase H13, H14

Opis

Klase filtera

e Filteri za finu prasinu M5, M6, M7, F9
e Apsolutni filteri E10, E11,H13, H14

Konstrukcija

e PLA:Ramizraden od plastike
e SPC Ram izraden od pocinkovanog ¢elika, praskasto obojeno RAL 9010, Cisto bela

Opcije

e Broj paketa filtera

e FNU: Ravna zaptivka na strani uz vazdusnu struju

e FND: Ravna zaptivka na strani niz vazdusnu struju

e OT: Ispitivanje zaptivanja pomocu uljane pare (samo za filtere klase H13, H14)

e OTC: Ispitivanje zaptivanja pomocu uljane pare sa sertifikatom (samo za filtere klase H13, H14)

Korisni dodaci

e Filterski zid (SIF)
e Ugradni ram (MF)
e Univerzalno kuciste (UCA)

Konstrukcijske karakteristike

e Kao standard, izvedbe PLA i SPC koje se koriste kao filteri za finu prasinu nemaju zaptivku
e |zvedbe PLA i SPC sa opcionom ravnom zaptivkom
e |zvedba SPC kao apsolutni filter sa ravnom zaptivkom. Klase filtera E11, H13 i H14 sa za&tithom reSetkom na strani niz vazdusnu struju

Materijali i povrsine

e Filterski medijum izraden od visoko kvalitetnog papira od staklenih vlakana, otpornog na vlagu, plisiran
e Distanceri omogucavaju ravnomeran razmak izmedu falti

e Masa za zaptivanje spojeva izradena od trajno elasticnog dvokomponentog poliuretanskog lepka

e Ramizraden od plastike (opcija) ili od pocinkovanog ¢eli¢nog lima, praskasto obojeno RAL 9010, Cisto bela

TEHNICKE INFORMACIJE



Filter class according to EN 779 M5 Mé& F7 F9
Average to EN 779 60 % 65 %! 85 % =05 %
Initial differential pressure at nominal volume flow rate 80 Pa 90 Pal 110 Pa 140 Pa/
Recommended final differential pressure 450 Pa 450 Pa 450 Pa 450 Paj
P P 80 °C! 80 °C 80°C 80°C
relative 100 %) 100 %| 100 % 100 %|

[ Filter class according to EN 1822 E10 El1 Hi3 H14
Efficiency to EN 1822 =85 % =05%| =>09.95%| =89.885%
Initial differential pressure at nominal volume flow rate 160 Pa/ 160 Pa 265 Pa 300 Pal
final pr 450 Pa; 450 Pa 600 Pa; 600 Pa|
i B0°C 80 °C| 80°C 80 °C|
relative humidity 100 % 100 %| 100 % 100 %|

MFI
MFI-H13-SPC / 592x592x292 x 8 /f PD / FND / OT
Gl @ b m ®
[i Type [E] Number of filter packs
MFI  Mini Pleat filter insert 6
[2] Filter class 8
M5  Fine dust fitter according to EN 779 [6] Protection grid
M6  Fine dust filter according to EN 779 No entry: none
F7  Fine dust filter according to EN 779 PD  Protection grid on the downstream side
F9 Fine dust filer according to EN 779 (only for fiter classes E11, H13 and H14)
E10 Particulate filter according fo EN 1822
E11  Particulate filter according fo EN 1822 [ZSeal
H13  Particulate filter according to EN 1822 No entry: none _
H14  Particulate filter according to EN 1822 FNU  Flat section seal on the upstream side
FND Flat section seal on the downstream side
[3] Construction
PLA Frame made of plastic [E]Testing
SPC  Frame made of galvanised steel, No entry: no leakage test
OT  Oil mist test

powder-coated RAL 9010, pure white

[@] Nominal size [mm]
BxHxT

(only for fitter classes H13, H14)
OTC  Oil mist test with certificate
(only for filtter classes H13, H14)
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https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/filterski-elementi-i-filterske-jedinice-c2f5df4bfa914ad3
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https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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