TROZ®TECHNIK

The art of handling air

WL

ZA DOGREVANJE VAZDUHA U OKRUGLIM VAZDUSNIM
KANALIMA

Okrugli izmenjivac toplote sa toplom vodom za dogrevanje vazduha,
podesno za uredaje za regulaciju promenljivog protoka vazduha tipa
TVR, i za mehanicke automatske regulatore konstantnog protoka
vazduha tipa RN ili VFC

e Za toplu vodu do 100 °C

e Bakarne cevi rasporedene u dva reda, sa aluminijumskim rebrima
e Ugradnja se vrsi u horizontalne ili vertikalne kanale, pri c¢emu smer
strujanja vazduha nije od znacaja.

Pogodan za okrugle kanale u skladu sa EN 1506 ili EN 13180

Sa zaptivkom i revizionim otvorom

Maksimalni radni pritisak na strani vode iznosi 8 bara

Kuciste zaptiva prema EN 15727, klasa D

Primena

Primena
e |zmenjivac toplote sa toplom vodom tipa WL za dogrevanje vazduha u okruglim vazdusnim kanalima

e Za uredaje za regulaciju promenljivog protoka vazduha tipa TVR i za regulatore konstantnog protoka vazduha tipa RN ili VFC
e Za toplu vodu do 100 °C

Opis

Delovi i karakteristike

Izmenjivac toplote spreman za ugradnju
Bakarne cevi rasporedene u dva reda
Zaptivka

Revizioni otvor

Ispitano na curenje

Konstrukcijske karakteristike

Pravougaono kudiste

Priklju¢na prirubnica sa zaptivkom za okrugle kanale u skladu sa EN 1506 ili EN 13180
Maksimalni radni pritisak na strani vode iznosi 10 bara

Horizontalni priklju¢ak za vodu

Priklju¢ak za vodu sa kompresionim prstenovima


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/regulatori-protoka-vazduha-9f05af94d01f0f59
https://www.trox.rs/regulatori-protoka-vazduha/prenos-toplote-1239655176a65a75
https://www.trox.rs/prenos-toplote/izmenjiva%25C4%258Di-toplote-i-greja%25C4%258Di-vazduha-13a07d67fcc9c50d
https://www.trox.rs/izmenjiva%25C4%258Di-toplote-i-greja%25C4%258Di-vazduha/wl-df8c984422cb856c

Materijali i povrsine

e Kuciste izradeno od pocinkovanog celi¢nog lima
e Bakarne cevi

e Aluminijumska rebra

TEHNICKE INFORMACIJE

Nominal sizes 100 - 400 mm

Volume flow rate range 10-750lis

Volume flow rate range 36— 2700 m*h

Thermal capacity 0.25- 18 kW

Maximum hot water 100°C

ter-side op p 10 bars

Water-side differential pressure 0.3-12kPa

Static differential pressure 5-80Pa
WL for TVR, RN and VFC
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Fully pumped heating system, flow temperature/retuin femperature
Inlet sirflow temperature
Cutlet airllow temperature

wL
WL / 160
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WL Hot water heat exchanger for VAV terminal
units TVR and CAV controllers RN

and VFC
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https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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