TRO ®TECHNIK

The art of handling air

ARK

ZA PRIMENE SA VELIKIM OPTERECENJIMA

Nepovratne klapne spre€avaju nezeljeno strujanja vazduha suprotno od
Zeljenog smera protoka vazduha kada sistem ne radi

e Zaptivanje pri povratnom pritisku u skladu sa EN 1751, klasa 4

e Maksimalni pritisak optere¢enja 5000 Pa

e Lopatice izradene od AIMg3 otpornog na slanu vodu, kuéiste izradeno od
pocinkovanog ¢elika

e Dostupne u standardnim veli¢inama i mnogim prelaznim veli¢inama

Varijanta ARK (sa povezanim lopaticama) za promenljivi protok vazduha

e Varijanta ARK-1 (sa podesivim grani¢nicima za lopatice) za konstantan
protok vazduha

e Ugradnja se vrSi u horizontalne ili vertikalne kanale

Opciona oprema i dodatni pribor

e Ram za ugradnju

Praskasto obojeno (RAL, NCS ili DB)

e |zvedba od nerdajuéeg Celika sa kuciStem od nerdajuéeg Celika; lopatice
izradene od AlMg3

e Otporno na temperature do 200 °C sa Viton zaptivkom

Primena

Primena

Nepovratne klapne tipa ARK za kanale sveZeg i otpadnog vazduha u sistemima za klimatizaciju vazduha
Sprecavanje nezeljenog strujanja vazduha suprotno od Zeljenog smera protoka vazduha kada sistem ne radi
Lopatice se automatski zatvaraju kada je sistem isklju¢en
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e Maksimalni diferencijalni pritisak 5000 Pa


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/spoljne-protivki%25C5%25A1ne-%25C5%25BEaluzine--%25C2%25A0kanalski-demperi-3fd053f61776d26a
https://www.trox.rs/spoljne-protivki%25C5%25A1ne-%25C5%25BEaluzine--%25C2%25A0kanalski-demperi/automatske-klapne-d2d9fdbb3eb8d5d3
https://www.trox.rs/automatske-klapne/nepovratne-klapne-5fae49996b276b00
https://www.trox.rs/nepovratne-klapne/ark-596fdf4b44cb9e6e

Posebne odlike

Lopatice izradene od AIMg3 otpornog na slanu vodu

Robustna izvedba koja ne zahteva odrzavanje

Maksimalni pritisak optere¢enja 5000 Pa

Zaptivanje zatvorenih lopatica pri povratnom pritisku, u smeru zatvaranja, u skladu sa EN 1751, klasa 4
Klapna za podpritisak ili nadpritisak (usisavanje ili istrujavanje vazduha)

Otporno na temperature do 80 °C

Opcionalna izvedba otporna na temperature do 200 °C, sa Viton zaptivkom

Ugradnja se vrsi u horizontalne ili vertikalne kanale

DU lezajevi bez odrzavanja sa teflonskim premazom, osovine lezajeva izradene od nerdajuéeg Celika

Opis

Varijante

e ARK:Nepovratna klapna sa povezanim lopaticama, pozeljno za promenljivi protok vazduha

e ARK-1:Nepovratna klapna sa podesivim grani¢nicima za lopatice, pozeljno za konstantan protok vazduha
Konstrukcija

e Pocinkovani €eli¢ni lim, priklju€ak na kanal bez otvora na prirubnici

e A2:Nerdajuci Celik

e G: Priklju¢ak na kanal sa otvorima na prirubnici
Dodaci

e Ram za ugradnju: Ram za ugradnju za brzu i jednostavnu ugradnju mehanickih automatskih klapni

TEHNICKE INFORMACIJE

Schematic illustration of ARK
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(1) Casing

(2 Blade

(3@ Seal

@ Linkage

() Travel stop (angle section)

Nominal sizes 200 x 345 to 1200 x 1995 mm
Volume flow rate range 690 - 23950 lis at 10 mis
Volume flow rate range 2484 - 86220 m*h at 10 mis
Differential pressure {horizontal airflow) 115 Paat 10 mis
Differential pressure (vertical airflow) 45 Paat10 mis

Quick sizing - maximum volume flow rate

Width [mm]

Helght 200 400 600 800 1000 1200
mm Vs |mh UWs mh| Us m¥h| Us mih| Us |m¥h| Ws |m'h
345 690 2484 1380| 4868| 2070 7452) 2760 9935 3450/12420| 4140|14804
675 1350 4860, 2700 9720| 4050 14580| 5400| 19440 6760|24336 810020160
1005 2010 7236 4020 14472| 6040 21744| 8040| 28944 10050 36180( 12050| 43380
1335 2670| 9612 5340/19224| BO20|28872| 10700 38520 13350| 48060| 16000| 57600
1665 3330/ 11988 6| 10000| 35000/ 13300 47880 16650| 59940 20000| 72000
1995 3990/ 14364, 7980|28726|11950| 43020| 15950 57420 19950| 71820( 23950 | 86220

ARK
ARK-1-A2-G / 600x1005 / ER / P1-RAL ...
hBod ®§ O
[ Type [§] Nominal size [mm]
ARK  Non-return damper BxH
[2] Blade mechanism [6] Installation subframe
No entry: linked blades Mo entry: none
1 Blades with adjustable restrictors ER  With (only for construction G)
[3] Material [7] Surface
No entry: galvanised steel, No entry: standard construction
with aluminium blades P1 Powder-coated,
A2 Stainless steel with aluminium blades RAL CLASSIC colour
PS  Powder-coated, DB colour

[4] Construction

No entry: duet connection without flange Gloss level:
holes RAL 9010 50 %
RAL 90086 30 %

G Duct connection with flange holes
All other RAL colours 70 %

Accessories

Type Installation subframe


https://www.trox.rs/accessories/er-%25E2%2580%2593-self-powered-dampers-f1e5e71f62fedffa
https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/spoljne-protivki%25C5%25A1ne-%25C5%25BEaluzine--%25C2%25A0kanalski-demperi-3fd053f61776d26a
https://www.trox.rs/spoljne-protivki%25C5%25A1ne-%25C5%25BEaluzine--%25C2%25A0kanalski-demperi/automatske-klapne-d2d9fdbb3eb8d5d3
https://www.trox.rs/automatske-klapne/nepovratne-klapne-5fae49996b276b00
https://www.trox.rs/nepovratne-klapne/ark-596fdf4b44cb9e6e
https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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