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Nepovratne klapne tipa UL za otvore za svež vazduh i otpadni vazduh u sistemima za klimatizaciju vazduha
Sprečavanje neželjenog strujanja vazduha suprotno od željenog smera protoka vazduha kada sistem ne radi
Lopatice se automatski zatvaraju kada je sistem isključen
Maksimalni ukupni diferencijalni pritisak: 100 Pa
Nepovratne klapne u otvorima za otpadni vazduh takođe pružaju zaštitu od direktnog prodora kiše

Posebne odlike

Dostupne su sve prelazne veličine u okviru standardnog opsega dimenzija
Otporno na temperature do 80 °C

UL
ZA OTVORE ZA SVEŽ VAZDUH I OTPADNI VAZDUH U
SISTEMIMA ZA KLIMATIZACIJU VAZDUHA
Nepovratne klapne sprečavaju neželjeno strujanja vazduha suprotno od
željenog smera protoka vazduha kada sistem ne radi

Maksimalni pritisak od 100 Pa
Okvir od ugaonih profila se ugrađuje u otvore u zidu
Dostupne u standardnim veličinama i mnogim prelaznim veličinama
Nepovratna klapna sa profilisanim aluminijumskim lopaticama za
normalne zahteve; za prigušenje zvuka na lopatice se postavljaju
zaptivke

Opciona oprema i dodatni pribor

Ram za ugradnju
Praškasto obojeno (RAL, NCS ili DB)

Glavna stranica PROIZVODI Spoljne protivkišne žaluzine - KANALSKI DEMPERI Automatske klapne Nepovratne klapne  UL

https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/spoljne-protivki%25C5%25A1ne-%25C5%25BEaluzine--%25C2%25A0kanalski-demperi-3fd053f61776d26a
https://www.trox.rs/spoljne-protivki%25C5%25A1ne-%25C5%25BEaluzine--%25C2%25A0kanalski-demperi/automatske-klapne-d2d9fdbb3eb8d5d3
https://www.trox.rs/automatske-klapne/nepovratne-klapne-5fae49996b276b00
https://www.trox.rs/nepovratne-klapne/ul-15e5026798c2fbf4
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Maksimalni pritisak od 100 Pa
Nepovratne klapne se otvaraju i zatvaraju usled protoka vazduha; nije potreban pokretač
Nepovratna klapna sa profilisanim aluminijumskim lopaticama za normalne zahteve; za prigušenje zvuka na lopatice se postavljaju zaptivke

Opis

Varijante

UL-1: Nepovratna klapna za otvore za otpadni vazduh
UL-2: Nepovratna klapna za otvore za svež vazduh

Delovi i karakteristike

Prednji okvir
Lopatice sa ležajevima za lako pokretanje
Graničnici za lopatice
Zaptivke za lopatice
Donji graničnik (ugaoni profil)
Vidljiva prečka preko Š = 1000 mm

Dodaci

Ram za ugradnju: Ram za ugradnju za brzu i jednostavnu ugradnju mehaničkih automatskih klapni

Konstrukcijske karakteristike

Prednji okvir, debljina materijala 1,75 mm
Lopatice, debljina materijala 1,0 mm
Dodatna bočna lajsna sa otvorima za fiksiranje osovina lopatica i integrisanih graničnika za lopatice (čivije)
Graničnici za lopatice sprečavaju da se lopatice zakreću preko određenog ugla
Prednji okvir sa otvorima za pričvršćivanje

Materijali i površine

Prednji okvir i graničnik (ugaoni profil) izrađeni od pocinkovanog čeličnog lima
Lopatice izrađene od profilisanog aluminijuma
Prečka (preko Š = 1000 mm) izrađena od pocinkovanog čeličnog lima
Osovine lopatica izrađene od mesinga
Bočna lajsna izrađena od PVC plastike
Zaptivke lopatica izrađene od penastog poliestera
Graničnici za lopatice izrađeni od plastike
P1: Praškasto obojeno, RAL CLASSIC boja
PS: Praškasto obojeno, NCS ili DB boja

TEHNIČKE INFORMACIJE





Accessories
Type Installation subframe

https://www.trox.rs/accessories/er-%25E2%2580%2593-self-powered-dampers-f1e5e71f62fedffa
https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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