TRO ®TECHNIK

The art of handling air

KSFSSP

ZA SISTEME FILTERSKIH JEDINICA SA HORIZONTALNIM
ULAZOM I IZLAZOM VAZDUHA

Priklju¢na sekcija za izradu sistema fiilterskih jedinica u sistemu vazdu$nih
kanala

e Priklju¢na sekcija je izradena od ¢eli¢nog lima sa dekontaminirajué¢im
slojem, praskasto obojeno RAL 9010

e Deflektori vazduha u izlaznom priklju¢ku obezbeduju ravnomeran protok
vazduha kroz sistem, smanjuju ukupni diferencijalni pritisak i smanjuju
utroSak energije

e Za sisteme fiilterskih jedinica sa do 6 kuéista filtera u nizu

e |spitivanje zaptivanja za celokupan sistem filterske jedinice

Opciona oprema i dodatni pribor

e |zvedba od nerdajuéeg Celika

Primena

Primena

e Prikljuéna sekcija tipa KSFSSP za izradu sistema filterskih jedinica sa kanalskim apsolutnim filterima tipa KSFS za stroge zahteve

Opis

Konstrukcija

e M: Kuciste bez predfiltera

e PM: Kudiste sa predfilterom

e SPC: Celik, praskasto obojeno RAL 9010, Cisto bela

e STA:Nerdajudi ¢elik

e Broj kudista:1 -6

e MD: Kuciste sa revizionom plo¢om

e TLBR: Ulaz vazduha gore levo, izlaz vazduha dole desno
e TRBL: Ulaz vazduha gore desno, izlaz vazduha dole levo
e TRBR: Ulaz vazduha gore desno, izlaz vazduha dole desno
e TLBL:Ulaz vazduha gore levo, izlaz vazduha dole levo

e SPM: Kugiste i prikljuéna sekcija fabricki sastavljeni


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/filterski-elementi-i-filterske-jedinice-c2f5df4bfa914ad3
https://www.trox.rs/filterski-elementi-i-filterske-jedinice/filterska-ku%25C4%2587i%25C5%25A1ta-za-ugradnju-u-vazdu%25C5%25A1ni-kanal-a92f0a924e8df602
https://www.trox.rs/filterska-ku%25C4%2587i%25C5%25A1ta-za-ugradnju-u-vazdu%25C5%25A1ni-kanal/spigots-a283df2e75bc3ca3
https://www.trox.rs/spigots/ksfssp-2c2c51fc02c7beab

e SPP: Kudiste i priklju¢na sekcija odvojeni

Korisni dodaci

Odgovarajudi filterski elementi se naru¢uju posebno
Plisirani panelni filteri (MFP)

Plisirane filterske ¢elije (MFC)

Filterske ¢elije sa aktivnim ugljem (ACFI)

Ostali filterski elementi na zahtev

Kanalski apsolutni filter (KSFS)

Konstrukcijske karakteristike

e Prikljuéna sekcija sa noseéim nogama, za horizontalan ulaz ili izlaz vazduha, dostupan za sisteme sa do Sest filtera u nizu
e Deflektori vazduha u izlaznom priklju¢ku obezbeduju ravnomeran protok vazduha kroz sistem, smanjuju ukupni diferencijalni pritisak i smanjuju utrosak energije
e Za sisteme filterskih jedinica od Cetiri ili viSe filterskih jedinica u nizu, ku¢ista se isporu€uju odvojeno

Materijali i povrsine

e Priklju¢na sekcija je izradena od ¢eli¢nog lima, praskasto obojeno RAL 9010, ¢isto bela ili od nerdajuceg Celika

TEHNICKE INFORMACIJE

Schematic illustration of KSFSSP

@ Ducted particulate filter (® Particulate filter as main filter
@ Air entry spigot Air deflection plate for flow optimisation
@ Separating point for transport @ Air outlet spigot with support legs

@ Fine dust filter as prefilter




KSFSSP

KSFSSP-PM-SPC / 710x 794 x710x4 / MD / TLBR / SPP
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[ Type [5] Number of casings
KSFSSPSpigot 1
2

[2] Construction 3
M Casing withoul prefilter a
PM  Casing with prefilter 5
[3] Material 6
SPC  Steal, powder-coated RAL 9010, pure Service board

wh\_te Mo entry: none
STA  Stainless steel MD  Casing with service board
[ Nominal size of KSFS [mm] 7] Spigot arrangement

BxHxT TLBR Air entry at top left,

air outlet at bottom right
TRBL Air entry at top right,

air outlet at bottom left
TRBR Air entry at top right,

air outlet at bottom right
TLBL Air entry at top left,

air outlet at bottom left

[8] Standard construction
SPM Casing and spigot factory assembled
SPP  Casing and spigot separate
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https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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