WGF

SPECIJALNO ZA UGRADN]JU NA FASADE

Spoljne protivkisSne Zaluzine - specijalno za ugradnju na fasade - kao
zastita sistema za klimatizaciju od direktnog prodora kise, lis¢a ili ptica u
otvore za svez vazduh i otpadni vazduh

e Maksimalna Sirina 2000 mm, maksimalna visina 2500 mm po
sekciji

e Za ugradnju na fasade ili za izradu oplata za masine ili elektri¢nu
opremu

e Nizak diferencijalni pritisak zahvaljujuci aerodinamic¢nim lopaticama

e Nizak nivo buke generisane vazduhom

e Svi aerodinamicki podaci su izmereni u aerodinamickim i
akusti¢kim laboratorijama

e Varijante izradene od aluminijuma ili pocinkovanog ¢eli¢nog lima

e Fleksibilan raspored segmenata za pokrivanje velikih povrsina (koji
se pri¢vrséuju na podkonstrukciju koja je u obavezi drugih)

Opciona oprema i dodatni pribor

e Ugaoni element
e Resetka za zastitu od insekata
e Praskasto obojeno ili eloksirano
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Primena O

Primena

e Spoljne protivkiSne Zaluzine tipa WGF za otvore za svez vazduh i otpadni vazduh u sistemima za klimatizaciju vazduha
e Zastita od direktnog prodora kise kao i od lis¢a i ptica
e Preporucena brzina na ulazu za otvore za svez vazduh: 2 - 2,5 m/s maks.

Posebne odlike

e Nizak diferencijalni pritisak i nizak nivo buke zahvaljujuci aerodinami¢nim lopaticama

e Pokrivanje velikih dimenzija kompletnih fasada ili usisnih odnosno ispusnih otvora za vazduh na spoljnim zidovima; jednoobrazan izgled sa
obi¢nim lopaticama, bez prirubnica

e Robustna izvedba

e Dostupne su veoma velike dimenzije (visina i Sirina), jer se neograniceni broj sekcija moze postavljati jedna do druge ili jedna na drugu (potrebna
podkonstrukcija)

e Slobodan popre¢ni presek pribl. 50 %, na osnovu S x (V - 0,125 m)

Opis 0

Varijante

WGF-T: Fasadne protivkiSne Zaluzine od pocinkovanog ¢eli¢nog lima, sredisnja sekcija
WGF-E: Fasadne protivkisne Zaluzine od pocinkovanog celicnog lima, ugaoni element
WGF-AL-T: Fasadne protivkisne Zaluzine od aluminijuma, sredisnja sekcija
WGF-AL-E: Fasadne protivkisne Zaluzine od aluminijuma, ugaoni element

Konstrukcija

° Zié@na mreza je izradena od pocinkovanog Celika
e 2:Zicana mreza, nerdajudi Celik (samo WGF-AL)

Delovi i karakteristike

Testerasta ivi¢na Sina (desna i leva)

Obic¢ne lopatice i donja lopatica

Zi¢ana mreza

Opcionalna resSetka za zastitu od insekata

Elementi za pri¢vrééivanje lopatica, testerasta ivi¢na $ina (ako S > 2000 mm: kombinacija vise testerastih ivi¢nih $ina) i Zi¢ana mreza

Konstrukcijske karakteristike

e Lopatice, debljina materijala 1,25 mm za celik, 2 mm za aluminijum

e Slobodan popre¢ni presek pribl. 50 %, na osnovu S x (V - 0,125 m)

e Testerasta ivic¢na Sina, sa otvorima za fiksiranje boc¢no i sa zadnje strane, debljina materijala 3 mm
e Zitana mreZa sa zadnje strane, veli¢ina okca 20 x 20 x 1,8 mm

e Opcionalna resetka za zastitu od insekata sa zadnje strane, veli¢ina okca 1,25 x 1,25 x 0,4 mm

Materijali i povrsine
WGF (Celik)

Lopatice i testeraste ivi¢ne Sine izradene od profilisanog pocinkovanog ¢eli¢nog lima, materijal br. DX51D+Z150-200-NAC
Zi¢ana mreza je izradena od pocinkovanog ¢elika

Testeraste ivi¢ne Sine, praskasto obojene crno (RAL 9005)

P1: Praskasto obojeno, RAL CLASSIC boja

PS: Praskasto obojeno, NCS ili DB boja

WGF-AL (aluminijum)



Aluminijumske lopatice, materijal br. EN AW-6060 T66

Testeraste ivicne Sine izradene od profilisanog pocinkovanog celi¢nog lima, materijal br. DX51D+Z150-200-NAC
Zi¢ana mreza je izradena od pocinkovanog &elika

Testeraste ivicne Sine, praskasto obojene crno (RAL 9005)

P1: Praskasto obojeno, RAL CLASSIC boja

PS: Praskasto obojeno, NCS ili DB boja

S2: Eloksirano u skladu sa EURAS standardom, E6-C-31...35

S3: Eloksirano u skladu sa EURAS standardom, E6-C-0

TEHNICKE INFORMACIJE

Schematic illustration of WGF

[ Middle section WGF-AL-T (8) Fixing holes

[2] Gorner section WGF-AL-E () Fixing element to join serrated angle sections
(1) Bottomn blade (8 Wire mesh; additional insect screen as an

(2) Regular blades option

@ Fixing element for wire mesh (@) Fixing element for blades

(@) Serrated angle section, right side
(8) Serrated angle section, left side

Nominal sizes (middle section) 1000 x 500 to 2000 x 2500 mm
|Volume flow rate range (middle 940-118801's
|Volume flow rate range (middle 3384 - 42768 m*/h
Free area Approx. 50 %
| Total differential pressure — exhaust air 50 Pa at 2.5 m/s (fagade installation)
|Total differential pressure - fresh air 60 Pa at 2.5 m/s (fagade installation)

Quick sizing - volume flow rate at 2.5 m/s

Width [mm]

Height 1000 1200 1400 1600 1800 2000
mm Vs |m*h | /s m’h| Us mh| lUs m'h| Us |[m¥h| lis |m’h
500 940| 3384| 1125| 4050 1315 4734) 1500/ 5400 1690 6084 1875 6750
625 1250| 4500| 1500| 5400| 1750 €300, 2000/ 7200 2250| 8100 2500 9000
750 1565 5634| 1875 6750 2190) 7884 2500/ 9000, 2B15/10134| 312511250
875 1875| 6750 2250| 8100| 2625 9450, 3000|10800, 3375/12150| 3750|13500
1000 2190 7884| 2625| 9450 3065 11034 3500| 12600, 3940|14184| 437515750
1250 2815/10134] 3375|12150| 3840 14184 4500| 16200 5060|18216| 5830 20268
1500 3440(12364| 4125/14850) 4815/17334| 5500/ 19800, 6190|22284| 6BB0| 24768
1750 4065 14634| 4875|17550| 5690 20484 6500/23400) 7310|26316| B130|29268
2000 469016884 6560 23616| 7500 27000 8440|30384| 9380 33768
2250 5310|19116 7440 26784| 8500 30800 9560|34416(10830 38268
2500 5840(21384| 71 B310/29916) 9500 34200| 10690| 38484 | 11880 42768




WGF
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WGF-AL-E~-2 / 1400x875 / P1-RAL ...

[T Type
WGF External weather louvres for fagades

[2] Material
No entry: galvanised steel
AL Aluminium

[3] Section
E Corner section
T Middle section

[@] Construction
Mo entry: wire mesh, galvanised steel

2 Wire mesh, stainless steel (only for mate-
rial AL)

[E] Nominal size [mm]
BxH

[B] Surface
Mo entry: standard construction
P1  Powder-coated,
RAL CLASSIC colour
PS Powder-coated, NCS or DB colour

Only for WGF-AL

S2  Anodised to EURAS standard, E6-C-
31..35

S3  Anodised to EURAS standard, E6-C-0

Gloss level:

RAL 901050 %

RAL 9006 30 %

All other RAL colours 70 %
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