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Primena

Okrugle EXCONTROL zatvorne klapne tipa AK-Ex za zatvaranje ili prigušenje zapreminskog protoka u ventilacionim kanalima sistema za
klimatizaciju
Za primenu u potencijalno eksplozivnoj atmosferi (ATEX)
Ulazni signal za regulaciju lopatice zatvorne klapne u obavezi drugih

AK-EX
ZA HERMETIČKO ZATVARANJE ZAPREMINSKOG
PROTOKA U POTENCIJALNO EKSPLOZIVNOJ ATMOSFERI
(ATEX)
Okrugle zatvorne klapne za zatvaranje vazdušnih kanala, odobrene i
sertifikovane za potencijalno eksplozivne atmosfere (ATEX)

Delovi i izvedba u skladu sa standardom ATEX
Odobreno za sve gasove, maglu i isparenja u zonama 1 i 2, sa
elektropokretačem dodatno za isparenja u zonama 21 i 22
Pogodna za otpadni i dovodni vazduh
Elektro ili pneumatski pokretač
Svi položaji ugradnje
Zatvorena klapna zaptiva prema EN 1751, klasa 4
Kućište zaptiva prema EN 1751, klasa  C

Opciona oprema i dodatni pribor

Motor sa povratnom oprugom
Pomoćni prekidač sa podesivim uklopnim tačkama za detekciju
krajnjeg položaja

Glavna stranica PROIZVODI Regulatori protoka vazduha Shut-off and restriction Uređaji za zatvaranje  AK-Ex

https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/regulatori-protoka-vazduha-9f05af94d01f0f59
https://www.trox.rs/regulatori-protoka-vazduha/shut-off-and-restriction-196bbb19142170eb
https://www.trox.rs/shut-off-and-restriction/ure%25C4%2591aji-za-zatvaranje-bcedf568641d5463
https://www.trox.rs/ure%25C4%2591aji-za-zatvaranje/ak-ex-97811018a0d1f677


�

Posebne odlike

ATEX oznaka i sertifikat
ATEX oprema grupa II, odobreno za zone 1 i 2; elektropokretač takođe za zone 21 i 22

Opis

Konstrukcija

Pocinkovani čelični lim
P1: Unutrašnji kanal bojen pulverizacijom, srebrno siva (RAL 7001)
A2: Unutrašnji kanal od nerđajućeg čelika

Delovi i karakteristike

Zatvorna klapna spremna za ugradnju
Klapna sa mehanizmom
Priključak za izjednačavanje potencijala
Kablovske uvodnice pogodne za primenu u potencijalno eksplozivnoj atmosferi
Pokretač u skladu sa ATEX je fabrički sastavljen i ožičen

Dodatni pribor

Elektronski pokretač:
Pomoćni prekidač za detekciju krajnjeg položaja
Pneumatski pokretač

Konstrukcijske karakteristike

Okruglo kućište
Izvedba i materijali ispunjavaju zahteve EU direktive za primenu u potencijalno eksplozivnoj atmosferi (ATEX)
Priključna prirubnica sa zaptivkom za okrugle kanale u skladu sa EN 1506 ili EN 13180

Materijali i površine

Kućište i lopatica klapne od pocinkovanog čeličnog lima
Zaptivka lopatice klapne izrađena je od TPE plastike
Klizni ležajevi izrađeni od poliuretana
Elektronski pokretač je izrađen od aluminijuma livenog pod pritiskom
Pneumatski pokretač je izrađen od plastike

TEHNIČKE INFORMACIJE



https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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