TRO ®TECHNIK

The art of handling air

AKK

ZA KONTAMINIRANI VAZDUH

Plasti¢ne okrugle zatvorne klapne za zatvaranje zapreminskog protoka
agresivnih medija u ventilacionim kanalima sistema za klimatizaciju

e Mehanizam klapne ne zahteva odrzavanje
e Zatvorena klapna zaptiva prema EN 1751, klasa 3
e Kuciste zaptiva prema EN 1751, klasa B

Opciona oprema i dodatni pribor

e Elektropokretac

e Motor sa povratnom oprugom

e Pneumatski pokretac

e Pomocni prekidac sa podesivim uklopnim tackama za detekciju
krajnjeg polozaja

Primena

Primena

e Plasti¢ne okrugle zatvorne klapne tipa AKK za zatvaranje ili prigusenje zapreminskog protoka u ventilacionim kanalima sistema za klimatizaciju
e Podesno za kontaminirani vazduh

Posebne odlike
e Pokretanje regulacione klapna moze biti ru¢no, elektri¢no ili pneumatsko

e Hermeticko zatvaranje
e Sigurnosna funkcija uz opcioni pokretac sa povratnom oprugom


https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/regulatori-protoka-vazduha-9f05af94d01f0f59
https://www.trox.rs/regulatori-protoka-vazduha/shut-off-and-restriction-196bbb19142170eb
https://www.trox.rs/shut-off-and-restriction/ure%25C4%2591aji-za-zatvaranje-bcedf568641d5463
https://www.trox.rs/ure%25C4%2591aji-za-zatvaranje/akk-aff4e55a9f575468

Opis

Varijante

e AKK: Zatvorna klapna
e AKK-FL: Zatvorna klapna sa prirubnicama na oba kraja

Delovi i karakteristike

e Zatvorna klapna spremna za ugradnju
e Klapna sa mehanizmom

Dodatni pribor

e Min/Maks pokretaci: Pokretaci za prebacivanje izmedu minimalne i maksimalne zadate vrednosti zapreminskog protoka
e Pomocni prekidac za detekciju krajnjeg polozaja

Konstrukcijske karakteristike

e Okruglo kudiste

e Priklju¢na prirubnica pogodna za sistem vazdusnih kanala u skladu sa DIN 8077

e Indikator polozaja regulacione klapne spolja na nastavku osovine

e Sve komponente koje dolaze u kontakt sa protokom vazduha su izradene od plastike (bez metalnih delova u unutrasnjosti)

Materijali i povrsine

e Kuciste i regulacioni demper (klapna) izradeni su od vatrootpornog polipropilena (PPs)
e Klizni lezajevi izradeni su od polipropilena (PP)
e Zaptivka regulacione klapne izradena od hloroprenske gume (CR)

TEHNICKE INFORMACIJE

Schematic illustration of the AKK (construction variant with flange)

(@) Damper blade (@ Flange
(@) Plain bearings @ Actuator

125-400mm
1500 Pa
10-50 °C




Quick sizing: Static differential pressure and sound pressure levels with open damper blade

¥ Differential pressure | Alr-regenerated noise
Nomine i
s mh Pa dB(A)
15 54 5 <15
60 216 10 24
128 105 a7e 25 36
150 540 50 45
25 20 5 <15
100 360 10 22
e 175 630 20 33
250 900 45 4
40 144 5 <15
o 160 576 10 21
280 1008 20 N
405 1458 40 39
60 216 <5 =15
250 900 5 19
250 430 1548 15 20
615 2214 30 38
100 360 <5 <15
410 1476 5 21
a1 720 2592 15 34
1030 3708 25 43
170 612 <5 <15
00 670 2412 5 34
1175 4230 10 50
1680 6048 15 61
AKK

AKK-FL / 160 / GK / BP0 / NO

mE @B ®

[ Type
AKK  Shut-off damper, plastic

[2] Flange
No entry: none
FL  Flanges on both ends

[3] Neminal size [mm]
125
160
200
250
315
400

[3] Accessories
No entry: none
GK  Matching flanges for both ends

(5] Actuator

B30
B32

B40
B42

BPO

BP2

BRO

BR2

TNO

No entry: manual operation

24V AC/DC supply voltage

24V AC/DC supply voltage, with auxiliary
switch

230V AC supply voltage

230V AC supply voltage, with auxiliary
switch

24V AC/DC supply voltage, spring return
actuator

24V AC/DC supply voltage, spring return
actuator, with auxiliary switch

230V AC supply voltage, spring return
actuator

230V AC supply voltage, spring return
actuator, with auxiliary switch

Pneumatic actuator 0.2 - 1 bar

Damper blade position

NO
NC

Qnly for spring retum actuators and
pneumatic actuators

Power off/Pressure off to open
Power off/Pressure off to close


https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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