
�Primena

Primena

Plastične okrugle zatvorne klapne tipa AKK za zatvaranje ili prigušenje zapreminskog protoka u ventilacionim kanalima sistema za klimatizaciju
Podesno za kontaminirani vazduh

Posebne odlike

Pokretanje regulacione klapna može biti ručno, električno ili pneumatsko
Hermetičko zatvaranje
Sigurnosna funkcija uz opcioni pokretač sa povratnom oprugom

AKK
ZA KONTAMINIRANI VAZDUH
Plastične okrugle zatvorne klapne za zatvaranje zapreminskog protoka
agresivnih medija u ventilacionim kanalima sistema za klimatizaciju

Mehanizam klapne ne zahteva održavanje
Zatvorena klapna zaptiva prema EN 1751, klasa 3
Kućište zaptiva prema EN 1751, klasa  B

Opciona oprema i dodatni pribor

Elektropokretač
Motor sa povratnom oprugom
Pneumatski pokretač
Pomoćni prekidač sa podesivim uklopnim tačkama za detekciju
krajnjeg položaja

Glavna stranica PROIZVODI Regulatori protoka vazduha Shut-off and restriction Uređaji za zatvaranje  AKK

https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/regulatori-protoka-vazduha-9f05af94d01f0f59
https://www.trox.rs/regulatori-protoka-vazduha/shut-off-and-restriction-196bbb19142170eb
https://www.trox.rs/shut-off-and-restriction/ure%25C4%2591aji-za-zatvaranje-bcedf568641d5463
https://www.trox.rs/ure%25C4%2591aji-za-zatvaranje/akk-aff4e55a9f575468


�Opis

Varijante

AKK: Zatvorna klapna
AKK-FL: Zatvorna klapna sa prirubnicama na oba kraja

Delovi i karakteristike

Zatvorna klapna spremna za ugradnju
Klapna sa mehanizmom

Dodatni pribor

Min/Maks pokretači: Pokretači za prebacivanje između minimalne i maksimalne zadate vrednosti zapreminskog protoka
Pomoćni prekidač za detekciju krajnjeg položaja

Konstrukcijske karakteristike

Okruglo kućište
Priključna prirubnica pogodna za sistem vazdušnih kanala u skladu sa DIN 8077
Indikator položaja regulacione klapne spolja na nastavku osovine
Sve komponente koje dolaze u kontakt sa protokom vazduha su izrađene od plastike (bez metalnih delova u unutrašnjosti)

Materijali i površine

Kućište i regulacioni demper (klapna) izrađeni su od vatrootpornog polipropilena (PPs)
Klizni ležajevi izrađeni su od polipropilena (PP)
Zaptivka regulacione klapne izrađena od hloroprenske gume (CR)

TEHNIČKE INFORMACIJE



https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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