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The art of handling air
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ZA VISOKE KONCENTRACIJE PRASINE ILI KAO
PREDFILTER FILTERA ZA FINU PRASINU
Z-line filteri za odvajanje grube i fine prasine, koriste se kao prvi stepen

filtracije u ventilacionim sistemima i klima komorama ili kao predfilter za
kvalitetnije stepene filtracije

o Klase filtera G4 (filter za grubu prasinu), M5 (filter za finu prasinu)
e Velika povrsina filtera zahvaljujudi faltama
e Nizak diferencijalni pritisak pri velikom zapreminskom protoku
e Vlagootporan ram izraden od netkanih vlakana ili plastike
e |spitan prema EN 779
Primena
Primena

e Z-line filter tipa ZL za odvajanje grube i fine prasine u sistemima za ventilaciju
e Filter za grubu prasinu: Predfilter u sistemima za ventilaciju
e Filter za finu prasinu: Predfilter ili krajnji filter u sistemima za ventilaciju

Posebne odlike

e Visoka sposobnost akumuliranja prasine uz nizak inicijalni diferencijalni pritisak
e Duzi zivotni vek filtera

e Brzo postavljanje i demontaza

e Mala teZina i mala transportna zapremina

e Jednostavno i bezbedno unistavanje u postrojenjima za spaljivanje komunalnog otpada zbog niskih vrednosti stetnih emisija

Opis



https://www.trox.rs/
https://www.trox.rs/
https://www.trox.rs/proizvodi-e33f3835811ddb8a
https://www.trox.rs/proizvodi/filterski-elementi-i-filterske-jedinice-c2f5df4bfa914ad3
https://www.trox.rs/filterski-elementi-i-filterske-jedinice/filterski-mediji-c882e659fc13626c
https://www.trox.rs/filterski-mediji/z-line-filters-f34651eb16819979
https://www.trox.rs/z-line-filters/zl-bf25a1e68192226d

Klase filtera

e Filteri za grubu prasinu G4
e Filteri za finu prasinu M5

Konstrukcija

o NWO: Ram izraden od netkanih vlakana
e PLA: Ram izraden od plastike

Korisni dodaci

e Standardni ram za filterske uloske (SCF-B)

Konstrukcijske karakteristike
e Filterski medijum slozen preklapanjem falti

e Vlagootporan i krut ram filtera
e Dostupno u razli¢itim klasama filtera i veli¢inama, ukljucujudi na trzistu uobicajene ugradne dubine i poprec¢ne preseke

Materijali i povrsine

e Filterski medijum izraden od sintetickih vlakana
e Ram izraden od netkanih vlakana ili plastike

TEHNICKE INFORMACIJE

Filter class according to EN 779 G4 ms

Average arrestance according to EN 779 91 % >98 %
Average efficiency according to EN 779 30 %, 45 %)
Nominal face velocity 2.5mis 25mis
Initial differential pressure at nominal volume flow

rate for T = 48 mm =l I
Initial differential pressure at nominal volume flow

rate for T = 96 mm 35Pe 70Pa
Maxi 80°C 80°C
|nlulmum relative humidity 100 % 100 %

ZL
ZL - G4 - PLA / 595 x 595 x 48
[1] Type [3] Construction
ZL  Z-inefilter NWO Frame made of non-woven fibres
PLA Frame made of plastic
[Z] Filter class
G4  Coarse dust filter according to EN 779 [@] Nominal size [mm]

M5  Fine dust filter according to EN 779 BxHx=T


https://www.trox.rs:443/
https://www.trox.rs/contact-2c176e5682f00ce5
https://www.trox.rs/side-services/impresum-38905ac2829859e0
https://www.trox.rs/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-27f889757dfaae15
https://www.trox.rs/side-services/o-na%25C5%25A1a-politika-za%25C5%25A1tite-privatnosti-01df4d270a253a18
https://www.trox.rs/side-services/klauzula-o-odbijanju-odgovornosti-7bbfca1701873612
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